Arraignment of Reinforcement of Reservoir
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PLASTERE 3CM
RCC concrete 12cm

ipe 2" for Over flow . .
3cm plastere with mix of 50kg cement]

‘a2
PCC concrete 10cm L :
GRAVELE 20cm i )

COMPACTED SOIL 50cm
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Vacate pipe

200.0

and 2 kg podar of water prof
RCC concrete 12cm with mix of 50 kg

cement 2 kg podar of water prof
lastere 3cm with mix of 50kg cemen

2 kg podar of water prof

2 Tap d=0.5" for useing water

=2 G10.5" for useing water

drine GI pipe 2
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whashing GI pipe 2"
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2-Foundation has been checked in bearing capacity of soil 1.5kg/cm,if the
bearing capacity of soil is less than 1.5kg/cm the site Engineer should contact with design Engineer.

3-R.C.C mark should be 250 and P.C.C should be150.

4-Sand and gravel should be clean of dust.
5-Concrete should be vibrated and watered.

6-Before concrete the shuttering plan and reinforcement plan must be i

checked by design engineer. ,

7-The steel bar is class A-II(Ra=2700kg/cim) (for stirrups and secdary o=

reinforcement class A-I will also be used).

9-During the concrete working a cubic sample should be taken.
8-Cement mortar which use for walls and stone masonthe ratio arel:4 v

9-The mark of brick should be 70 kg/cm
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