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Note:

1-All dimension are in centimeters .

2-PCC shall be (1:2:4).

3-Mortar for stone masonry shall be (1:4).

4-Mortar for stone masonry shall be (1:3).

5-RCC shall be (1:1,5:3).

6-All steel bars should be not eroded or lubricated and has to
be clean.

7-All steel bars should be Class(A1) Ra= 2100 Kg/cm?.
8-The curing must be not less than (28) days.
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Arraignment of Reinforcement of Reservoir
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1-All dimensions are in cm

2-Foundation has been checked in bearing capacity of soil 1.5kg/cm,if the
bearing capacity of soil is less than 1.5kg/cm the site Engineer should

3-R.C.C mark should be 250 and P.C.C should be150.

4-Sand and gravel should be clean of dust.

5-Concrete should be vibrated and watered.

6-Before concrete the shuttering plan and reinforcement plan must be
checked by design engineer. )

7-The steel bar is class A-II(Ra=2700kg/cim) (for stirrups and secdary
reinforcement class A-I will also be used).

9-During the concrete working a cubic sample should be taken.

8-Cement mortar which use for walls and stone mason.

9-The mark of brick should be 70 kg/cm
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Reinforcement plan of Reservoir

Reinforcement plan of slab of Reservoir
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water flow direction
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SEPTIC TANK SECTION A-A
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Plan 0f Construction Toilets
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Note:

1-All dimension are in centimeters .

2-PCC shall be (1:2:4).

3-Mortar for stone masonry shall be (1:4).

4-Mortar for Brick masonry shall be (1:3).

5-RCC shall be (1:1,5:3).

6-All steel bars should be not eroded or lubricated and has to
be clean.

7-All steel bars should be Class(A1) Ra= 2100 Kg/cm? .
8-The curing must be not less than (28) days.
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Front Preview 0f Construction Toilets
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Note:

1-All dimension are in centimeters .

2-PCC shall be (1:2:4).

3-Mortar for stone masonry shall be (1:4).

4-Mortar for stone masonry shall be (1:3).

5-RCC shall be (1:1,5:3).

6-All steel bars should be not eroded or lubricated and has to
be clean.

7-All steel bars should be Class(A1) Ra= 2100 Kg/cm?.
8-The curing must be not less than (28) days.
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Boundary wall for Murghan building
Main & Smal Steel gate of Boundary wall
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