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Danish Refugee Council (DRC)
Livelihood Program-Ghazni Office
Community Infrastructure Support and CFW project

BoQ for constructional materials

Location: Ghazni City, Khawja Omeri, Qarabagh & Malistan
Unit Price . o
. . . Unit price Unit Price
Unit Price Khawaj .
. . o . Qarabagh Malistan
L. Quantity Unit Ghazni City Omeri Remarks
Description . . o
# . G0 0L A CMuads o)l w19 (Rawza) " "
[L2) PP 1 ’ . Z R .| Al Ccwd | delg Cwond i
Jldde oS Sl a9 Cand | dlg Coond Jiguds sl Jlgads lasdle
S G SAC
Qi apgy a>le| Jlguds sl e e
| &b 049 Oldlo
s dxles
e Stones viume will be
Mountain Stone: : Siw
ountain Stone o5 measured in the foundation
3 i PLOL ST
1 20cm to 50cm diameter, wlivs e (33l 50 J120 o5l ! M no:;\: \the tfuc‘k:; S&\Mj
Similar to Rawza Stone. gy S Olasedn 4 «:’ P21 bize ol o S8 )l
gk
Cement:
Type2 Portland Cement, The No of bags delivered to
pack of 50 kg. The cement site will be counted by site
shall comply with the o superviosr or site engineer
requirements of ACI 318 - and material tracking table
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08. It shall be of the best
normal setting quality unless
specially rapid hardening or
quick setting quality if
expressly instructed by the
Engineer to be supplied
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River Gravel:

0 - 25 ml, for PCC gravel
similar to Monghor river and
Coarse aggregate for the
works should be river gravel
stone .It should be hard,
strong, dense, durable,
clean, and free from clay or
loamy admixtures or quarry
refuse or vegetable matter.
The pieces of aggregates
should be cubical, or
rounded shaped and should
have granular or crystalline
or smooth (but not glossy)
non-powdery surfaces.
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The River Gravel delivered to
the project site will be as per
approved sample and
measure in truck before the
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Crushed:

Crushed Gravel mix from 8-
20mm. Coarse aggregate for
the works should be machine
crushed gravel stone.It
should be hard, strong,
dense, durable, clean, and
free from clay or loamy
admixtures or quarry refuse
or vegetable matter. The
pieces of aggregates should
be cubical and have granular
or crystalline
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The Crushed Gravel delivered
to the project site will be as
per approved sample and
measure in truck before
unloaded the vehicle in
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Steel Bars:

1JsS g

the wieght of steel bars will
be measure in by huge scale
digital weight balance used as
measure truck loaded and
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Binding Wires: G o the weight of binding wires
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Galvanized Steel Size: 3.5mm
(2x1x1)m.
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Water:

suitable for concrete mix and
curing of poured concrete
and Water for mortar,
mixing and curing of
concrete shall be free from
harmful matter or other
substances that may be
deleterious to concrete or
steel and taken from a
source approved by the
Engineer
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Tanker

The size of tanker shall not be
lesser then 10,000 liters
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Blocks:

Size: 40x20x20cm, cement
made
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Burnt Bricks:

Size: 21x11x7cm, Shape:
Square, Color: burnt red,
Wieght: 750 grm to 1 kg.
Soundness: gives metalic

:.-v..;..

Ko 3l YIXNV XV 10151
10)9 (A g «_<3_) cdulainn

dpn By 5 kS JlalS Vo
13 sound when struck with > .5)3,%”‘5 Jiebs . Each
. Wb T b 508 cis olped 03)
another brick or hammer. i R -
! Slygre 3> XS g3 ) pal I
Water absorption: not . -
Lo 2 caslo YF o dy OF 5o
absorb more than 20% of 33, dom 0T 7 Y - o sl
water by weight, when place : O T Be T
in water for 24 hours.
Concrete Precast Slabs
NS 3K sl
Size: 120x70cm. ,“"’i’ S
) Fo @l VYo xV e ol
The Steel rebars dia=10mm
14 and spacing 10cm both Each
. p & )USUSLQ &5?).) oo lasiw! L;‘)g
directions
Spo
To place on canal channel
passing through streets.
Pre cost RCC circular
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The backfilling materials
Backfilling Materials: delivered to the project site
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engineer
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