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Description

لات تفص
ه زان دری لات  تفص

Quantity

مقدار نمونه

Unit

 واحد اندازە

ی گ

Remarks

ملاحظات

1

River Gravel: 

0 ‐ 25 ml, for PCC gravel 

similar to Monghor river and 

Coarse aggregate for the 

works should be river gravel  

stone .It should be hard, 

strong, dense, durable, 

clean, and free from clay or 

loamy admixtures or quarry 

refuse or vegetable matter. 

The pieces of aggregates 

should be cubical, or 

rounded shaped and should 

have granular or crystalline 

or smooth (but not glossy) 

non‐powdery surfaces.

 :  ا جغل در

، برای استفادە  ه اندازە 0 ‐ 25م

ور. ه جغل من ه  ت، مشا انک در 

0.50 M3

The River Gravel 

delivered to the 

project site will be as 

per approved sample 

and measure in truck 

before the truck 

unloaded the vehicle 

in project site

2

Steel Bars: 

Grades 60 which has yeild 

strength of 60,000 psi, 

Length of each bar 12m.  

سیخ گول: 

ت تحمل ۶۰،۰۰۰  ل د ۶۰ قا گ

اشد، طول هر دانه  فشار را داشته 

اشد.   د 12 م ا سیخ 

1 kg

the wieght of steel 

bars will be measure 

in by huge scale 

digital weight 

balance used as 

measure  truck 

loaded and unloaded 

to find the exact 

wieght of steel bars

3

Gabion Mesh: 

Galvanized Steel Size: 3.5mm 

(2x1x1)m. 

 :   گب جا

   جا لون    م ۳ م عاد: ۵ ا

.  ۲x۱x۱ م

1 Set
The size may vary 

base on site condition 

Ghazni City

               Danish Refugee Council (DRC)
Livelihood Program-Ghazni Office

Community Infrastructure Support and CFW project

List of Sample to be approved/check against given specifications

Location:



4

Burnt Bricks: 

Size: 21x11x7cm, Shape: 

Square, Color: burnt red, 

Wieght: 750 grm to 1 kg. 

Soundness: gives metalic 

sound when struck with 

another brick or hammer. 

Water absorption: not 

absorb more than 20% of 

water by weight, when place 

in water for 24 hours.  

خته:  خشت 

ل  ، ش  م اندازە: ۲۱x۱۱x۷ سان

خ سوخته، وزن:  ل، رنگ  مستط

ه  لو. در وقت   ۱ ک ۷۵۰ گرام ا

د  ا ا آهن  گر  زدن همراە خشت د

که  د کند. در صورت صدا آهن را تول

 ماند  ه مدت ۲۴ ساعت  در آب 

فا ۲۰ ٪ آن حل گردد. د  ا

10 pcs

5

Concrete Precast Slabs

Size: 120x70cm. 

The Steel rebars dia=10mm 

and spacing 10cm both 

directions

To place on canal channel 

passing through streets.

 :  انک سلب های 

   م اندازە ۱۲۰x۷۰ سان

برای استفادە در جوی های کنار 

ک.

1 pcs

6

Pre cost RCC circular 

controler/gate: 

Size: 50cm diatmeter for an 

open channel used as intake 

to supply water from main 

canal to sub canal, thickness 

10.0cm with 8mm steel bar 

handle

ول:  دروزاە کن

ول   برای کن  م اندازە: ۵۰ سان

انال  ه    انال اص انتقال آب از 

های فر

1 pcs


